SAVANNAH RIVER BASIN 525
02197300 UPPER THREE RUNS NEAR NEW ELLENTON, SC

LOCATION.--Lat33  °23'05", long 81 °37'00", Aiken County, Hydrologic Unit 03060106, at downstream side of bridge on U.S. Highway
278, 0.4 mi upstream from Johnson Fork Creek, and 4.6 mi southeast of New Ellenton.

DRAINAGE AREA--87.0mi 2.
PERIOD OF RECORD.--June 1966 to current year.

GAGE.--Data collection platform. Datum of gage is 174.70 ft above sea level. Oct. 1, 1989 to Dec. 23, 1996, at site 1.0 mi
downstream at different datum.

REMARKS.--Records good except for estimated daily discharges, which are fair.

DISCHARGE, CUBIC FEET PER SECOND, WATER YEAR OCTOBER 1999 TO SEPTEMBER 2000
DAILY MEAN VALUES

DAY OCT NOV DEC JAN FEB MAR APR MAY JUN JUL AUG SEP

1 89 79 79 8 103 8 8 77 64 72 8 70
2 86 91 79 83 98 8 8 78 63 81 110 70
3 85 83 8 8 9 84 8 78 62 70 87 88

4 104 79 8 8 94 89 8 77 64 67 85 e85
5 114 78 80 8 92 8 8 76 70 66 83 €83
6
7
8
9

26 76 9 81 114 8 8 81 66 76 72 69 144
27 76 8 82 103 8 8 79 67 83 69 67 94
28 75 82 8 98 9 8 8 66 71 108 65 84
29 75 80 8 103 8 84 8 66 77 77 64 79
30 75 8 8 128 - 8 8 66 81 71 64 76
31 "% - 8 121 - 8 - 64 - 69 73 -

TOTAL 2577 2425 2581 3153 2649 2805 2513 2181 2117 2204 2187 2549
MEAN 831 808 833 102 913 905 838 704 706 711 705 850

MAX 114 91 95 188 112 168 115 78 93 108 110 212

MIN 7% 78 79 82 8 80 79 64 60 59 62 63

CFSM 96 93 96 117 105 104 9 81 .81 .82 .81 .98

IN. 110 104 110 135 113 120 107 .93 91 .94 .94 1.09

STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1966 - 2000, BY WATER YEAR (WY)

MEAN 982 104 108 113 112 115 108 100 100 989 101 983
MAX 130 128 139 145 152 157 156 136 167 123 134 128
1991 1996 1977 1978 1973 1980 1973 1973 1973 1975 1995 1995
MIN 690 708 816 856 799 764 732 704 658 647 651 650
(WY) 1983 1983 1983 1984 1990 1990 1990 2000 1990 1983 1982 1990



526 SAVANNAH RIVER BASIN

02197300 UPPER THREE RUNS NEAR NEW ELLENTON, SC--Continued
SUMMARY STATISTICS FOR 1999 CALENDAR YEAR FOR 2000 WATER YEAR WATER YEARS 1966 - 2000

ANNUAL TOTAL 34395 29941

ANNUAL MEAN 94.2 81.8 105

HIGHEST ANNUAL MEAN 133 1973

LOWEST ANNUAL MEAN b77.1 1990

HIGHEST DAILY MEAN 214 Jan24 212 Sep23 b509  Aug 201992
LOWEST DAILY MEAN 70 Sep 6 59 Jul21 53  Aug 231983
ANNUAL SEVEN-DAY MINIMUM 72 Sep 2 61 Jul16 55  Aug 171983
INSTANTANEOUS PEAK FLOW 291 Sep23 b820  Oct 231990
INSTANTANEOUS PEAK STAGE 7.54 Sep 23 b8.80 Oct 231990
INSTANTANEOUS LOW FLOW 55 aJul 20 49 cJul221983
ANNUAL RUNOFF (CFSM) 1.08 .94 1.20

ANNUAL RUNOFF (INCHES) 1471 12.80 16.34

10 PERCENT EXCEEDS 114 95 132

50 PERCENT EXCEEDS 90 81 102

90 PERCENT EXCEEDS 76 65 76

a Also occurred Jul. 21, 22.
b At site and datum then in use.
¢ Also occurred Aug. 19, 22, 23, 1983.

e Estimated
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